
Rugged. Effective. User Friendly. SnowEx Bulk Pro spreaders are ideal for contractors who maintain 

roads, parking lots and driveways. The tailgate models in the Pro line offer a simple and efficient patented 

2-stage auger system, and are intended for use with pickups, utility vehicles and tractors.

LEADERS IN VERSATILITy
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SP-1575 w/ standard 3-point mount SP-1875 w/ optional 2-inch receiver mount

SP-1575 w/ standard 2-inch receiver mount



BULK pRO FEATURES

CAPACITY: 9.0 cu. ft. (.254 cu. m)
Sp-1875 BULK pRO

CAPACITY: 5.25 cu. ft. (.149 cu. m)
Sp-1575 BULK pRO

D UA L  VA R I A B L E  S p E E D 
D I g I TA L  C O N T R O L L E R
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Polyethylene hopper — eliminates corrosion

Dual variable speed digital controller (separate control for 
spread pattern and material feed)

Patented 12-volt electric drive/transmission sealed unit

Heavy-duty non-combustible automotive-style wiring harness

Low maintenance — no pulleys, sprockets, chains or belts

2-year warranty

Refer to Mounts, Accessories and Spreading Material pages for more information.

T R A N S V E R S E  AU g E R  
T R A N S M I S S I O N

V I B R ATO R



Powerful. Economical. Professional Duty. SnowEx Vee Pro spreaders are serious machines for 

serious contractors. Covering a wide variety of applications, the Vee Pro line includes several V-box style 

models intended for use with heavy-duty utility vehicles, short box pickups and standard pickups.

LEADERS IN DURABILITy
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SP-7500 Quick-connect spinner assembly for hitch access



VEE pRO FEATURES

CAPACITY: 0.5 cu. yd. (.4 cu. m)
Sp-3000 VEE pRO

CAPACITY: 1.0 cu. yd. (.8 cu. m)
Sp-6000 VEE pRO

D UA L  VA R I A B L E  S p E E D 
D I g I TA L  C O N T R O L L E R

CAPACITY: 1.4 cu. yd. (1.07 cu. m)
Sp-7500
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T R A N S V E R S E  AU g E R  
T R A N S M I S S I O N

( S p - 3 0 0 0  /  S p - 6 0 0 0 )

Patented polyethylene hopper — eliminates corrosion

Transverse and longitudinal auger system

Patented 12-volt electric drive/transmission sealed unit

Heavy-duty non-combustible automotive-style wiring harness

Quick-connect spinner drive assembly for hitch access

Top screen

2-year warranty

Refer to Mounts, Accessories and Spreading Material pages for more information.

L O N g I T U D I N A L  AU g E R 
T R A N S M I S S I O N

( S p - 7 5 0 0 )

V I B R ATO R




